
Colourlight for sauna and infrared cabins
Mounting and usage manual

Disclaimer
The manufacturer can not be held liable for wrong, 
incomplete or missing information as well as 
translation mistakes in this mounting and usage 
manual.
Product is subject to change.

Included in delivery
The package contains the following parts:
 colourlight
 power supply
 2 mounting screws
 mounting and instruction manual

Mounting
1. Mount the transparent ground plate at the 

desired position with the supplied countersunk 
screws

2. Drill a hole in the middle of the plate with at least 
13mm

3. Run the power supply cable through the hole 
and plug it into the colourlight

4. Position the colourlight while gently pulling the 
cable back, such that the cable will not be 
jammed or disconnected

5. Mount the colourlight using the bayonet 
coupling by slightly turning it clockwise until it 
snaps in.

Usage manual
Touch the colourlight at its centre using your flat 
hand to switch between the following colours:

  1. White
  2. Violet
  3. Blue
  4. Turquoise
  5. Green
  6. Yellow
  7. Orange
  8. Red
  9. Automatic

The colours violet - blue - turquoise - green - 
yellow - orange - red are switched cyclic 
with the programmed speed

10. Off
The program starts again at 1. (white) by 
another touch

The colourlight can be switched off at any time by 
touching it longer.

Automatic-Programming
The time interval, which the colourlight is waiting in 
automatic mode between two colours is set to 5 
minutes during the manufacturing process. This time 
interval can be changed as often as desired using the 
following procedure:
1. Touch the colourlight until it begins to shine in 

turquoise (about 10 seconds!)
2. The programming mode is now activated. Wait 

for the desired interval (10 seconds up to 4 
hours), while the device is shining turquoise.

3. Touch the colour light shortly to switch the colour. 
The time which passed by since the activation of 
the programming mode will be saved as new 
automatic time interval for all colours.

State memory
If you disable the power supply, the device will 
always start at white once it is powered again, unless 
it was turned off before.

Troubleshooting problems
Don't repair a defective colourlight on your own.  
Send it back with all accessories (power supply) and 
a problem description instead!

Warranty
The implied warranty is valid beginning with the date 
of the corresponding bill. Therefore keep the receipt 
available.
Your warranty claims void if you open the housing of 
the device or if it was exposed to a too high 
environment temperature.
Only power the colour light unit using the supplied 
mains adapter!

Technical data

Colour light unit
Dimensions: 135 x 135 x 35mm
Weight: ca. 200g
Environment temperature: 0 ~ 125°C
Lifetime: typ. 20.000h
State memory: Mode (single colour/ automatic), 
colour

Power supply
Dimensions: 64 x 30 x 45mm
Weight: ca. 90g
Input voltage: 90 ~ 264VAC
Power consumption: max. 16W
Output cable length: 1,37m
Environment temperature: 0 ~ +40°C

Manufacturer information
mse elektronik gmbh
Peter-Rosegger-Straße 54
8053 Graz
AUSTRIA
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