cxllax®)




[Infrared Cabin] [Bio Sauna] [Finnish Sauna] [Steam Bath]
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THE SPOT
Powerful and indestructible

175°C steam bath integrated

ALSO FOR STEAM BATHS TECHNICAL

THE SPOT is manufactured in-house from a DATA
single mold. This makes it completely waterproof :
and also suitable for steam baths.

Dimensions [mm]
Weight [g]
Brightness [Im]

HIGHEST LIGHT QUALITY

Glare-free light, a clearly defined light cone despite extremely
compact dimensions, and a color rendering index of 95% set new

Beam angle [°]
Colour temperature [K]

Colour Rendering Index

standards. Operating voltage
Ambient temperature
Protection class

ALL OPTIONS AT A GLANCE LED lifetime [n]

Status memory
30° warm white 30° cool white

60° warm white 60° cool white

proof LED controller
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commercial made in Austria
use

® Usable directly above the sauna heater
® No ceiling breakthrough required

@ Available in warm white and cool white
® Beam angle 30° narrow or 60° wide

@ Glare-free according to EN 12464-1

© Designed for commercial use

SPOT
@60 x 20
75
200
3060
2,700 | 6,500
CRI >95%
12V, | 0.25A
0..175°C
IP65
30,000
Vv
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