
collaxx   Batten Light   LL  49   / LL2  2       MOUNTING INSTRUCTIONS

   
Batten Light                                                                                                              Illumination directions

1. Mounting Batten Lights:
• Determine the desired mounting location, rotation of the Batten Light and 

thus the direction of illumination
When screwing down please note: when operating the Batten Light, 
thermal expansion of up to +3.4mm is possible !     Therefore:

• Insert the mounting screws (Philips 1 cross recess) through the 6mm hole 
and screw in at the outer end of the oblong hole, the shaft diameter of 
the screwdriver must be smaller than 6mm!

• Screw on loosely so that the oblong hole can slide under the screw head
during thermal expansion

Mounted Batten Light
2. Install Cable Clip and Connection Cable:

             
Connection Cable                         Cable Clip

• Plug the Connection Cable into the Batten Light
• Screw down a Cable Clip at a suitable distance from the Batten Light with a Philips 1 screwdriver
• Clip the cable into the Cable Clip as shown here:

• At the level of the resulting free loop, screw down the second Cable Clip, clamp the cable here as 
well and pull tight

• Connect all Batten Lights in this wax, Important: connect max. 4 Batten
Light LL49 or max. 8 Batten Light LL22 in a row! 

• Insert the protective cap into the connector of the last Batten Light  

4. Connect Power Supply
• Lead the Connection Cable of the first Batten Light out of the sauna at a 

suitable place
• Connect the DC-Adapter and the Power Supply to the open end of the 

cable
• Plug the Power Supply into a 230V power outlet
• Switch on with remote control
• done Connection Cable + 

DC-Adapter + Power 
Supply

Connection Schema
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Introduction

Dear customer,

thank you for the confidence you have placed in us by purchasing this

collaxx colour light unit. You have thus purchased a unique Austrian quality

product. Our innovative team guarantees high quality standards through

continuous development and research. collaxx colour light units guarantee

an intensive and pure colour light due to their LED technology. In addition

to low energy comsumption, collaxx colour light units operate absolutely

flicker-free and are characterized by extremely high temperature

resistance and luminosity.

We attach great importance to the fact that collaxx colour light units and

their application are optimally adapted to the needs and wishes of our

customers. We are convinced that you will create your individual feel-good

atmosphere with your collaxx colour light device. Activate your energy

potential with the help of our collaxx colour light units and feel how colours

touch people!

With coloured greetings,
collaxx-TeamYour

Disclaimer

The manufacturer accepts no liability for incorrect, incomplete or missing

information or translation errors in these installation and operating

instructions.

Product modifications reserved.

Safety note

Never replace the battery in the remote control yourself!

The soldered-in battery is a special, high-temperature-resistant type. It is

not available from specialist dealers and may only be replaced by the

manufacturer. Failure to do so may cause the battery to explode or leak

dangerous liquids.

Operating Manual

For a better understanding, please also refer to the illustration on the

bottom right.

�� Next-Key

Switches to the next colour and activates single colour mode.

The colour light unit can also be switched on with this key.

Long key press switches the colour light unit off.

Automatic-Key�

Switches to the next colour and activates the automatic mode.

The colour light unit can also be switched on with this key.

Colour sequence

The colours change through in the following sequence:

red - orange - yellow - green - turquoise - blue - violet (-red...)

White is obtained by dimming up completely.

� Brighter-Key

is used to dim up.

The colour light unit can also be switched on with this key.

� Darker-Key

is used to make the colour light unit darker.

The colour light unit can also be switched off with this key.

Brightness gradient

From dark to bright you pass through the following ranges:

off dimmed pure colours brightest pure colour pastel shades- - - -

white only in single colour mode)(

Synchroni ationz

Each remote control is equipped with a serial number. The colour light unit

reacts only to the remote control with which it has been synchronizted by

the manufacturer. You can carry out this synchronization yourself by

following the procedure below:

1. Disconnect the colour light

2. 10Wait for at least seconds

3. Reconnect the colour light

4. Confirm within 10 seconds by pressing Next on the remote control

In this way, you can also operate several colour light units in parallel with

only one remote control.

Automatic Mode

The time interval at which the colours switch in automatic mode is set at the

factory to 5 minutes. This time interval can be changed as often as desired

by the following procedure:

1. Press and hold the Automatic-Key until the colour light unit lights up

yellow (ca seconds). 10

2. The programming mode is now active. Let yellow light up for the desired

interval duration (10 4seconds up to hours)

3. Then press the Automatic-Key to change the colour. The time that has

elased since the programming mode was activated is permanently stored

as new automatic time interval for all colours.

Status Memory

The colour light unit has a status memory and stores the current state

before it is turned off. When it is switched on again the same state will be

activated again. This also works when you switch off the colour light unit by

a switch in the power supply. If the automatic mode was active, it always

starts with red.

Troubleshooting

If your colour light unit does not respond to the remote control, first check

whether the power supply is ok. Then perform a synchronization.

The battery is rated for up to 28 years of standby or 10 million button

presses.

Never repair a defective colour light unit yourself, but always send it back

with complete accessories and error(Power Supply Remote Control),

description!

Warranty

The legal warranty applies from the date of invoice. Therefore, keep the

proof of purchase carefully.

Your warranty claims will be voided if you open the housing of the colour
light or the remote control or if you expose the components to an
excessively high ambient temperature.

Supply the colour light unit exclusively with the enclosed power

supply unit!


