
Remote controls

Hand- or
wall remote control

· 4 buttons

· Smooth dimming

· 7 calibrated colours usable

· Programmable automatic mode

· Easy retrofi tting

· Wireless

· Maintenance free because of long life 
battery

Solid plastic 
 housing (IP54)

Only 
10 mm 

thin

… collaxx remotes: decent and wireless.

Approved for 

buisness custom
ers 

SINCE 10 YEARS

Made in Austria
collaxx colour light units are
Austrian quality products.
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Technical data wall remote control

Dimensions 55 x 55 x 10 mm55 x 55 x 10 mm

Termperature range 0 … 125°C

Weight ~ 23 g

Protection IP44

Battery lifetime typ. 10 yearstyp. 10 years

Technical data hand remote control

Dimensions 75 x 39 x 16 mm

Termperature range 0 … 125°C

Weight ~ 25 g

Protection IP54

Battery lifetime typ. 10 years

Advantages of a 
collaxx-remote: Wall remote:

cabin wall
front plate

electronics

click

Easy installation: only one screw needed.

A collaxx remote control is needed to control one or several 
collaxx colour light units. After an easy syncronisation your able 
to control every collaxx colour light unit with our 4 button usage 
system. Collaxx colour light units have a state memory. This 
means that after you switch on or plug in a collaxx colour light unit, 
it restores his last state (e.g. automatic mode).

Inform about our other controlling options for special effects or 
timed light control!

Avaliable in several 
Materials

The 4 button usage concept

Next button

Switches to the next colour and activates the single 
colour mode.

Brighter button

Increases the light intensity or mixes pastell colours.

Automatic button

Switches to the next colour and activates the 
automatic mode.

Darker button

Decreases the light intensity. This button can also be 
used to switch the lamp off.

collaxx colour light units are protected by various national and international patents: DE 20 2009 011 688 U1 2010.01.14, DE 20 2009 011 690 U1 2010.02.11, DE 20 2009 011 691 U1 2010.01.14, 
DE 20 2009 011 694 U1 2010.01.14, DE 20 2009 011 698 U1 2010.01.14, 00 688 5081 29/01/2009, 00 820 0801 13/11/2009, 00 118 7462-0001 23/12/2009, 00 118 7462-0002 23/12/2009, 00 964 564-
0001 25/06/2008, 00 964 564-0002 25/06/2008, 00 964 564-0003 25/06/2008, 00 964 564-0004 25/06/2008, 00 193 7855 25/10/2011, AT 509 822 A1 2011-11-15, AT 11 226 U1 2010-06-15, AT 11 503 
U1 2010-11-15, AT 11 504 U1 2010-11-15, AT 11 705 U1 2011-03-15, AT 11 762 U1 2011-04-15.
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